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1. Release these two screws.
2. Lift the box up to remove.
It is not attached to center console in any other paces.
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Release this screw during deassembly whenever

you like, but latest before trying to pull out the

console from the car.
Ll




P #$ %

0O - "$ /

1. Remove this frame by
qpulling it upwards. It
could be stuck, but it
comes out just by
pulling.

NB! Watch out not to
scratch the wooden trim
hen trying to lift the
plastic frame from
edges.
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Leave all these
switches

untouched for
Now.

oy

3. Start pulling this back edge of
ooden trim upwards.

NB! The switches in the middie

# try to hold it attached, but it will
come loose. Just make your
heart strong and support the trim

Fﬁ underneath as well you can.
o} : iy

892, Undo this torx screw.
NB! There should be a
lwasher underneath the
screw, so don't lose it.
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Notice these hooks -

his is why you must lift

up the rear end of
ooden trim.

Notice that mirror and fader
switch separate from contacts
and remain attached to
wooden trim. This is why the

Pull these switch covers towards
ourself until they detach.
They can be stuck, so use force.In ¥
case you need to use pliers,donot [Z3 EB
use them directly on plastic surface,
but wrap them inside a rag or
somethin.
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3. Undo these two screws on
he lower edge of the wooden
rim.

Just pull out the lower edge of the
wooden panel and fiddle out the
upper hooks shown on the
side-view pic above.

You will probably need to pull the
whole panel towards floor when
lower edge is pulled out. It is not
too hard, but still be careful not to
break the hooks or to damage the
wooden trim.
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To remove ash tray including tri

1. Take out the metal container in the ashtray by pulling the switch below
cigarette lighter to right.

2. Remove these two screws that appear when the container is out and

If you removed the two screws shown on
previous picture you can now simply pull out
he ash tray and its frame from the center
console.

Pull out the connector from socket and
just place the ashtray aside where i
cannot be dar aq‘gd.
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By pushing the removal tool into the small hole
in radio panel the sheet metal fixation elements
on the sides of the radio are pushed towards
inside allowing the radio to be pulled out of the
center console.

Anyway, if you have some other type of radio or
ou cannot get it out, just google it, because
here are tens of different versions and
echniques to do it.

These are the original radio removal tools for Becker

Sradio in my car, but you can cut tools with similar shape
out of thin sheet metal if you do not have these originals
available.
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Important!
As this connector is quite tight, it can detach
ery suddenly and you can accidentally damage
isual parts with the sharp edges of climate
icontrol unit, because you cannot hold it steadily
lenough.
It is a good idea to cover the gear lever knob
ith some plastic bag or similar not to scratch it.

Do not try to pull from
here. The connector is
just inside this plastic

Now you can just pII out this
complete controls unit and

release the wiring behind it.

ou can use a small screwdriver
0 help and just pull this
onnector out of its socket.
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B o
ou want to get this whole

=

block out of the way.

There is a plastic edge reaching
out from the middle console

ixating both sides of this switch
panel through this rectangular
hole

To release the switch panel from center console was the hardest operation in the
hole process.
'ou probably need to use two screwdrivers to push along these guiding elements
on the switch panel while using another screwdriver to push aside the plastic
xation edge on center console.
The plastic is not very new in these cars, so there is high risk to break it, because it
ineeds to bend quite a lot to become loose.
It is not the end of the world if the one of the plastic hooks breaks here, because in
Ithe assembled car the switch panel is fixed with screws you removed earlier, but it
fwould still be sad.

So if ayone can suggest a method to do it better, please let me know and | will be
happy to update this instruction.
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There are two nuts as main fixations in these corners
behind the console. Release these nuts.
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